
 

                                              

MMMAAANNN
Mud Bucket Operated Manually 

 
                               WIPER TO 

 
A Wiper Seal is
the PMB-350.

Raising the detached pipe, the seal has 
the ability to wipe the pipe body then the 
tool joint exterior. 

 
To further save rig time, a seal with the tool joint dimension is 
mounted  onto  the  bottom  seal  of  PMB
This assembly allows you to skip the cleaning of 
 

TECHNICAL FEATURES
 
  
 
 
 
 
 

Dimensions: H 1000 mm / 3,28 ft 
Ext Diameter: 300 mm  /  11,81 in
Sealing Range From 2 3/8” to 7”

Weight: 75 kg  / 165 lb
Mud Discharge: 100 mm, 4” OD standard

NNNUUUAAALLL   MMMUUUDDD   BBBUUUCCCKKKEEETTT      
ated Manually Suitable For Drill pipe Connections From 2 3/8" To 7"

        
The mud seal of the Mud               
Bucket    Bucket is produced by 
energizing a thick silicone tubular 
gasket with a steel profile                                            

 

Between the Drill pipe and Mud 
Bucket, the mud seal is 
produced by energizing 
neoprene rubber flange halves 

The rubber flange halves are arranged in three layers that 
fit inside each other. 

The handly closure is made by a lever mechanism which 
is a proprietary product of Janus OilTec

Hand Operated Janus Mud Bucket is 
light, simple to operate and small to 
be arranged on any rig floor 

WIPER TO SAVE RIG TIME 

Wiper Seal is mounted on the top of 
350.  

Raising the detached pipe, the seal has 
the ability to wipe the pipe body then the 
tool joint exterior.  

To further save rig time, a seal with the tool joint dimension is 
PMB-350 as the following scheme.  

allows you to skip the cleaning of the tool joint with water. 

TECHNICAL FEATURES 

H 1000 mm / 3,28 ft  
300 mm  /  11,81 in 
From 2 3/8” to 7” 

75 kg  / 165 lb 
100 mm, 4” OD standard  Optional the second exit

 

 
Suitable For Drill pipe Connections From 2 3/8" To 7" 

               

tubular 
gasket with a steel profile                                             

The rubber flange halves are arranged in three layers that 

The handly closure is made by a lever mechanism which 
OilTec 

Hand Operated Janus Mud Bucket is 
light, simple to operate and small to 

Optional the second exit 

 


